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Dear customers, congratulations. You have once again made a wise 
and sensible purchase. By choosing our Washing machine as your 
washer dryer you not only found the best in advanced technology, but 
also above all found a faithful, untiring and reliable friend. 

Your machine is strong, reliable and long lasting. All those qualities which 
have made the trademark famous the world over. 

From today, these qualities are at your disposal to help you resolve 
your daily household problems. 

Your machine is easy to use. Read this owner’s manual carefully since it 
contains all the instructions for safe installation, use and maintenance. 
Remember to keep your owner's manual in a safe place so that you can 
refer to it whenever you need to. 


THIS APPLIANCE SHOULD BE USED ONLY FOR THE PURPOSE 

FOR WHICHIT WAS DESIGNED, THAT IS AS A WASHING 

MACHINE FOR HOME USE, MANUFACTURED ACCORDING 

TO C. E. |. SAFETY REGULATIONS. 

ANY OTHER USE !IS NOT CORRECT AND THEREFORE 

DANGEROUS. THE MANUFACTURER ASSUMES NO 

RESPONSIBILITY FOR DAMAGE CAUSED BY IMPROPER, 

INCORRECT AND IRRATIONAL USE. 

CERTAIN BASIC RULES MUST BE RESPECTED WHEN USING 

ELECTRICAL APPLIANCES. 

THE FOLLOWING ARE ESPECIALLY IMPORTANT: 

e NEVER TOUCH THE APPLIANCE WITH WET/DAMP HANDS OR 
FEET; 

e NEVER USE THE APPLIANCE WITH BARE FEET; 

e TAKE SPECIAL PRECAUTIONS WHEN USING EXTENSIONS IN 
ROOMS USED AS BATHROOMS OR SHOWERS; 

e NEVER PULL THE POWER SUPPLY CABLE OR THE APPLIANCE 
TO UNPLUG THE CABLE FROM THE MAINS; 

° NEVER LEAVE THE APPLIANCE OUTDOORS OR EXPOSED TO 

USE THE WASHING MACHINE WITHOUT SUPERVISION. 

THE WASHING MACHINE SHOULD BE INSTALLED BY QUALIFIED 

STAFF ACCORDING TO THE INSTRUCTIONS PROVIDED BY THE 

MANUFACTURER. 

THE MANUFACTURER DECLINES ALL RESPONSIBILITY FOR 

DAMAGE TO PERSONS, ANIMALS OR PROPERTY CAUSED BY 

INCORRECT INSTALLATION. 

WARNING -TO REDUCE THE RISK OF FIRE, ELECTRIC SHOCK, 

OR INJURING TO RERSONS WHEN USING YOUR APPLIANCE, 

FOLLOW BASIC PRECAUTIOS, INCLUDING THE FOLLOWING: 


1) READ ALL INSTRUCTIONS BEFORE USING THE APPLIANCE. 
2) DO NOT WASH ARTICLES THAT HAVE BEEN PREVIOUSLY 
CLEANED IN, WASHED IN, OR SPOT TED WITH GASOLINE, DRY- 
CLEANING SOLVENTS, OTHER FLAMMABLE, OR EXPLOSIVE 
SUBSTANCES AS SOLVENTS, OTHER FLAMMABLE, OR 
EXPLOSIVE SUBSTANCES AS THEY GIVE OFF VAPOURS THAT 
COULD IGNITE OR EXPLODE. 

3)DO NOTADD GASOLINE, DRY-CLEANING SOLVENTS, OR 
OTHER FLAMMABLE, OR EXPLOSIVE SUBSTANCES TO THE 
WASH WATER. THESE SUBSTANCES GIVE OFF VAPOURS THAT 
COULD IGNITE OR EXPLODE. 

4) UNDER CERTAIN CONDITIONS, HYDROGEN GAS MAY BE 
PRODUCED IN A HOT WATER SYSTEM THAT HAS NOT BEEN 
USED FOR 2 WEEKS OR MORE. HYDROGEN GAS IS EXPLOSIVE. 
IF THE HOT WATER SYSTEM HAS NOT BEEN USED FOR SUCHA 
PERIOD, BEFORE USING AWASHING MACHINE, TURN ON ALL 
HOT WATER FAUCETS AND LET THE WATER FLOW FROM EACH 
FOR SEVERAL MINUTES. THIS WILL RELEASE ANY 
ACCUMULATED HYDROGEN GAS. AS THE GAS IS FLAMMABLE 
DO NOT SMOKE OR USE AN OPEN FLAME DURING THIS TIME. 

5) DO NOT ALLOW CHILDREN TO PLAY ON OR IN THE 
APPLIANCE. CLOSE SUPERVISION OF CHILDREN IS 
NECESSARY WHEN THE APPLIANCE IS USED NEAR CHILDREN. 
6) BEFORE THE APPLIANCE IS REMOVED FROM SERVICE OR 
DISCARDED, REMOVE THE DOOR. 

7)DO NOT REACH INTO THE APPLIANCE IF THE TUB OR 
AGITATOR IS MOVING. 

8) DO NOT INSTALL OR STORE THIS APPLIANCE WHERE IT WILL 
BE EXPOSED TO THE WEATHER. 


9) DO NOT TAMPER WITH CONTROLS. 
10) DO NOT REPAIR OR REPLACE ANY PART OF THE APPLIANCE 
OR ATTEMPT ANY SERVICING UNLESS SPECIFICALLY 
RECOMMENDED IN THE USER-MAINTENANCE INSTRUCTIONS 
OR IN PUBLISHED USER-REPAIR INSTRUCTIONS THAT YOU 
UNDERSTAND AND HAVE THE SKILLS TO CARRY OUT. 
THE SKILLS TO CARRY OUT. 
1. WHEN LEAKING OF COAL GAS OR INFLAMMABLE GAS: 

e CLOSE THE VALVE OF LEAKING GAS. 

e OPEN THE EXHAUST DEVICE. 

e DO NOT PLUG IN THE MACHINE. 
2. INFLAMMABLE SPRAYING AGENT 

e KEEP IT AWAY FROM THE MACHINE. 
3. DRYING 

e CLOTHES WASHED WITH INFLAMMABLE DETERGENT CAN 

NOT BE DRYED. 

4. INDEPENDENT AND SPECIAL SOCKET. 

e RELIABLE GROUNDING 

¢ ALC. 110V/60Hz 

¢ MINIMUM ELECTRIC CURRENT 15A. 
WASHING MACHINE TO BE PERFECTLY LEVELLED. 
PUT THE MACHINE ON HORIZONTAL AND SOLID GROUND, 
AND ADJUST THE ADJUSTABLE FEET TO LEVEL THE MACHINE. 
CERTAIN SPACE OF ABOUT 5CM SHOULD BE LEFT AROUND 
THE MACHINE. 
WASHING MACHINE CAN NOT BE PLACED IN AFREEZING 
PLACE. 


- PLACE THE MACHINE FAR AWAY FROM THERMO-SOURCE 


AND SUNSHINE IN ORDER TO AVOID THE AGING OF 
PLASTIC AND RUBBER PARTS. 

DO NOT PLACE THE MACHINE WHERE RAIN AND SNOW 
ARE ACCESSIBLE. 


eer ese 
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Installation 





Unpacking 
levelling and 
positioning 


Remove the packing and check that the washer dryer is 
undamaged. 

If you have any doubts, do not use the washer dryer 
and call on a qualified technician. Keep all packing 
parts (plastic bag, foam rubber, screws etc.) out of the 
reach of children since they could be dangerous. 
Important: The inside of the washer dryers which 
consists of a floating unit, is fixed with screws and tabs 
at the back of the cabinet (Fig.l) during transport. 
Before starting the machine remember to release the 
floating unit by removing the above screws and take 
down the reinforcing iron piece. To prevent water spray 
from entering the machine, remember to close the 
holes left open by the screws with the plastic caps 
provided in the packet containing the owner's manual. 
And rescrew the holes where the iron piece is taken 
down with the former two screws. It is important for the 
machine to be perfectly levelled (the angle of inclination 
on the work surface must not be more than 2 degrees). 
For this reason the machine is fitted with adjustable feet 
used for levelling the machine before use (Fig.2). In the 
case of flooring with carpeting, remember to check that 
the ventilation in the support area is not plugged. 








Installation 





Electric 
connection 


Connect the plug to a socket provided with efficient 
earthing.(WARNING: THIS APPLIANCE MUST BE 
EARTHED AS A SAFETY MEASURE ACCORDING 

TO THE LAW). Make sure that the voltage and 
frequency available correspond with the values stated 
on the data plate located at the back of the machine and 
that the electric system is dimensioned to withstand the 
maximum current shown on the data plate. If the socket 
connected to the machine does not correspond with the 
plug, replace the plug with a suitable one and avoid 
using adaptors or shunts since they could cause 
overheating and burning out. 


Installation 





Connection of Connect the drain hose to a drain duct (with internal 

the Drain Hose diameter of at least 4 cm.) or place it for drainage 
into a sink or a tub, ensuring that there are no kinks 
or bends. The free end must be at a height of 
between 80 and 100 cm. Should it be necessary to 
fix the end of the hose at a height of less than 80 cm 
from the floor, the hose must be fixed in the appropriate 
hook on the upper part of the back panel (Fig.3) 





CS mG OA 





Fig.3 
This appliance complies with the provisions of 
the community regulation E. E. C .87/308 dated 


2.6.87 on the prevention and elimination of radio 
interference. 





Wash programme dial 
Tumble drying dial 


Detergent compartment 


Save water button 
ON/OFF push-button 
ON/OFF light 

Delay start dial 
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A 

By turning this dial (clockwise only) you can select 
wash programme the one most suited for your 
washing. 








120 
30° \ This permits the selection of your own desired drying 
®° times and temperatures. 
“30 Set the correct drying time in the sectors relevant to 


the fabric you are drying. 


60° 
80 i 





C 

The detergent dispenser is divided into 4 compart- 
ments marked 1,2,A,C: 

1 Pre-wash detergent 

2 Wash detergent 

A Softeners, conditioners, perfumes 

C Bleach 
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D 
SAVE This is a very useful button which will save you a lot 
WATER of money. It reduces water consumption when rinsing 
if the machine does not have a full load. 








E 
1 ON 
a ON/OFF button. Supplies electrical power to the 
0 OFF S 
washer dryer. 
F 
This light indicates whether the electricity is on or off. 
The light comes on when button F is pressed and goes 
off whon button F is not pressed. 
G 
Turn this knob to preset a delay time within a range of 
h 0-12 hours. This function is used before washing as 


needed. After selection of a delay time, press the 
power button, the power indicator line, the delay time 
ends and the machine starts and enters the washing 
period. 

This knob can be turned any times during the start 
delay period to change the delay time. 

Important: If you want to select a delay time less than 
on hour in the use of this start delay function, you 
should first turn the knob clockwise to make the 
indicator line point to a position beyond the position "I" 
on the dial , and then slowly turn it back to the position 
of a time you need, otherwise the delay start function 
will not work. 
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1. The timer should be rotated in 2. Apartment 1 of the detergent tray 
clockwise driection, can not conta in liquid detergent. 


AN 
@@: ee 
% 





3. Do not open the door before the 4. Do not pull out the detergent tray 
lamp goes out. during working, avoiding detergent 
as remains. 
C 






5. Wool can not be dryed. 


8. Be sure that the outlet is into 
the water trough. 


“ews 





Set tt 
9. Do not dry articles containing 10. Connect water during drying. 
foam rubber or other similar elastic 


_ material. 5 5 ota oO Ev 300 & 
® “© 
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Using instructions: Your machine 
offers the best results when... 


To reduce the risk of fire, electric shock or injuring to persons, read all 
safety precautions before using the appliance. 


The weight is In order to get the excellent results that you would 

right expect from your washing machine it is important to load 
the washer dryer correctly. You should therefore choose 
the quantity of each type of fabric that you want to wash. 
This table will help: 


Colour fast fabrics maximum load 5 kgs/11 Ibs 


Delicate fabrics maximum load 2 kgs/4.4 Ibs 
Woollens maximum load 1 kg/2.2 lbs 
Mixed fabrics maximum load 2.5 kgs/5.5 lbs 


Laundry has Divide the laundry by fabric and degree of soiling 
been loaded _ loaded making the loads as uniform as possible. 
correctly Pull the handle out (Fig. 4) to open the door. 





Fig.4 
Place the laundry in the machine remembering to 
arrange uniformly. 
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Using instructions: Your machine 
offers the best results when... 








The correct A perfect wash depends above all on choosing the most 
programme has suitable programme.We would therefore advise you to 
been chosen divide up your washing into separate loads of more or 
less the same types of fabric. This will make it easier to 
select the best programme. 
Hints on choosing the programme are shown in the table 
on pages of this manual. 
Once you have selected a programme, just turn dial A 
clockwise until the chosen programme lines up with the 
indicator line on the facia panel.(Fig.5) 
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The detergent 
has been put 
in properly 
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Using instructions: Your machine 
offers the best results when... 


The 4 compartments marked 1, 2, A and C (Fig.6) 
should be used as follows: 

1 Pre-washdetergent 

2 Wash detergent 

A Softeners, conditioners, perfumes 

C Bleach 


; | ‘eal 
(Cea) 
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Fig.6 


Remember that it is important to use the right amount 
of soap powder or liquid for the type of laundry you are 
washing; the amount of detergent you use depends 
on a number offactors: 


e@ Water hardness; if the water in your area has a 
high calcium content, we recommend using a 
anti-limestone additive. 

e degree of dirtiness; increase the amount of 
soap power used in the case of heavily soiled 
laundry. 

e laundry load; the smaller the load the less soap 
powder you will need to use. 


Using instructions: Your machine 
offers the best results when... 








The following table will guide you: 


Compart.||Compart.2 


1/2 measuringi1 and 1/2 | Softeners | Bleach 
measuring\see note ‘A’\(see note ‘C’) 





Normally 
soiled 








When using concentrated detergents, remember to 
keep to the manufacture’s instructions using only the 
measuring cups supplied with the packet. 

Use more detergent in the case of very hard water 
(more than 21,F), but remember to maintain the 
proportion between the prewash and wash cycles. 


Liquid detergent 


The liquid detergents currently available on the 
market may be used with the washing machine. Use 
compartment 2 for very dense liquid detergents. 
Follow the manufacturer’s instructions when using 
liquid detergents sold with the ball detergent 
dispenser. Place the ball dispenser in the bub of 
washing machine together with the laundry. 

The prewash cycle may not be used with liquid 
detergents. 


Note “A” 


For soft and fluffy laundry always a softener in the final 
rinsing cycle. 


Note “C” 


Bleach is ideal for removing stains (e.g.tea, coffee, 
fruit, red wine ) on resistant fabrics like cotton, hemp 
and linen provided the wash care label indicates that 
the garment may be bleached. 

Place the bleach in compartment C before you start 
the washer-dryer without exceeding the maximum 
level. Your washer-dryer will load the bleach 
automatically when necessary. 


Never place bleach in the other compartments. 
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The cycle is 
started 


The wash is 


finished 


The weight 
is correct 


Selecting the 
correct drying 
time 
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Using instructions: Your machine 
offers the best results when... 


You can now start washing. We would advise you, 
especially the first few minutes, to check that the 
programme that you have set is really the one you 
want and that the fabric selection is correct. 

If you want to start the cycle immediately, press the 
ON/OFF button E 


At the end of the chosen cycle, the machine will stop 
automatically. 

Press the ON/OFF button E to switch off the power 
(light F will turn off). 


Using your machine to dry your laundry 

The maximum loadyour machine can dry in a single 
drying cycle depends on the type of fabrics in the 
load. Use the following table as a guide: 


Cotton, linen max load 2.5 kgs 
Terital cotton max load 2 kgs 
Synthetic fabrics max load 1.5 kgs 


Your machine has two different drying temperatures to 
guarantee the best drying results and to avoid 
damaging your laundry. One is for heavy fabrics and 
the other is for synthetic or delicate fabrics. 

It is very important that you set the correct drying time 
in the sectors relevant to the fabric you are drying. 
The best drying time also depends on the amount of 
laundry to be dried. 

Use the following table as a guide: 





Using instructions: Your machine 
offers the best results when... 










Drying 
Time 
Pone (kg) | (minutes) 


Laundry of different 
eiita sheets and/or shirts 80-90 
Pyjamas, socks etc 60-70 
Petticoats, 
Stockings, etc 1.6 40-50 


For laundry loads which are smaller than those 
indicated in the table, reduce the drying time 
proportionally. ; oe 

We recommend you set slightly shorter drying time 
with respect to those indicated in the table, especially 
when you first use the drying cycles. Also check that 
the laundry is dried at the endof the cycle, by touching 
the laundry with your hand. If the laundry is not 
completely dried, simply close the door and set an 
additional drying time. This will give you the 
experience necessary to set correct drywing time and 
avoid overdrying the laundry which is then difficult to 
iron. 














Automatic wash 
and drying cycle 


Drying cycle only 


When washing and drying laundry loads not exce- 
eding the maximum permitted load (see table), the 
drying time can be set before the start of the wash 
cycle. 


Your machine passes automatically from the wash 
cycle to the drying cycle and stops at the end of the 
drying cycle. 


Ensure that knob A is in position “#*”, set the drying 
time required by positioning knob C. Press the On/Off 
E button to start the machine (F light is on). 
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What to do if the 
load is too large 
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Using instructions: Your machine 
offers the best results when... 


lf the load to wash and dry is larger than those 
indicated on page 21, before starting the wash cycle, 
place knob B on one of the two positions 0. When the 
machine stops at the end of the wash cycle, switch off 
and disconnect the mains supply by pressing the 
On/off button E (light F switches off ). Remove the 
laundry, divide the load and replace a part of it back 
into the drum. Close the door and start the machine as 
indicated in the paragraph “Drying cycle only” .Dry the 
other half of the load as above. 

Important: Woollens cannot be machine dried as the 
temperature would damage them. Do not dry clothing 
cleaned with inflammable solvents (e.g. trichloroethyl- 
ene ). Do not dry items containing foam rubber or 
similar elastomers. Check that the water tap conne- 
cted to the machine supply tap, is open. 

This washer-dryer can be used only for laundry 
washed with water. 
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Your machine, has a solution to 
oroblem 





What to do if... 


We have put together here a few questions which may 
come to mind when you start using your machine. You 
will see for yourself that your new washer dryer can 
give a convincing and state-of-the-art reply to all of 
them. 





1. Can washing 
damage my 
clothes? 


This machine has been designed to adapt the 
washing process to all types of fabric and to treat your 
washing in the most delicate way possible. In any 
case, we would advise you to take certain basic 
precautions: 


e Mend any tears in the items before washing them; 

© Sew back on any buttons that are loose; 

e Close any zips; 

e Do not machine wash items without hems; 

e Empty the pockets of jackets, shirts and trousers 
and turn them inside out; 

e Button up any bag-like items that could hold water 
(pillow cases for example): 

e Large items like sheets and table cloths should be 
put in loosely and not folded; 

e Turn shirts inside out. 





2. What sort 
of detergent 
should | use? 


Apart from the performance of the machine, a 
successful wash also depends on the quality of the 
detergent used. 

There are numerous excellent brands on the market. 
For your machine to work best, we suggest you use 
nonfoam detergents that are specifically for automatic 
washer dryer. If you are washing synthetics or 
woollens, you should use detergents made specially 
for them. 

Above all, avoid using dry cleaning solvents such 


as trichloroethylene or similar products. 
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Your machine, has a solution to 
every problem 


3. Is it all right It depends. In some areas the water is very hard 

ifluse awater and it leaves calcium deposits on both the heating 

softner? element of the washer dryer and the washing itself, 
which over time damage both.In such cases, itis a 
good idea to mix a water softener, or decalcifier 
with your detergent to dissolve the calcium. 


4.When should! Every time you have particularly dirty items to 
use the prewash? wash, when you think it would help them to have a 
longer wash with more detergent. 


5. What is the The most important thing for it is to be perfectly 

best position levelled. This is why it has adjustable feet (Fig.7) 

for my washer- _ so as to eliminate any imperfection in the floor. 

dryer? We would also advise you to place your washer 
dryer in such a way that there-is some space-even 
a fraction of an inch-all sides. 





Fig.7 


6. How should! __ First of all, remember to switch off the electricity. 
clean my washer Then, to clean the body and any rubber parts use 
dryer? a damp cloth and a little soap. 


Avoid petrol or other solvents at all costs. 
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Your machine, has a solution to 
every problem 











7. Dol have 

to take any If this means that your washer dryer is going to 

particular stay unused for a long time, then it would be best 

precautions before you go to unplug it, close the water tap and 

when | go on leave the door ajar so as to avoid any unpleasant 

holiday? odour remaining inside. In fact, it is advisable to 
leave the door open during periods of non use as 
well. 

8.... And if | lf you are moving house, there is one simple but 

move house? very important thing you should do: block the 


drum to save it from bumps. To, do this, put back 
the blocking screws that were removed when it 
was installed. 
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Maintenance: four simple 
precautions for this machine 





Your machine is a washer dryer that has been 
designed to last without complicated maintenance. 
All the same, we would ask you to take care of a few 
small matters. If you follow these four simple rules, 
we are sure that the washing machine will remain 
your faithful friend and helper for a long, long time. 


. Ensure that your machine was installed according 


to the installation manual that comes with this 
booklet. 


2. Avoid at all costs using solvents either to clean the 


machine, or to do the wash. 


3. Clean the detergent dispenser every so often. This 


is very simple and should be done with water. Your 
machine has an extractable dispenser to makeit 
even easier. Just pull it upwards and out, as shown 
in Fig. 8. 


























Fig. 8. 


4. Your washer-dryer is equipped with a self-cleaning 


pump. It is therefore not necessary to carry out 

cleaning and maintenance operations. 

Some objects however, (such as buttons, coins, 
etc.), may sometimes accidentally drop into the 
pump. Since these cannot be expelled through 









Maintenance: four simple 
precautions for this machine 








the drain pipe, they are trapped in a special “anti-chamber” which 
can be reached through the front part of the pump. 

Open the cover of the filter, loosen the knob in counter-clockwise 
rotation, then take out the filter and clean it with water. 





Note: Reassembly the filter carefully after cleaning, ensuring it is 
fit perfectly and no water can come inside. 
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When you do not need a technician. . . 





Even though your washer dryer has been carefully 
designed and constructed, something could still go a miss 
with your machine. Before rushing to phone one of our 
service centres, however, please check that the 
operations listed below have been carried out. In many 
cases you will save time, money and bother. Our statistics 
show that many of the calls received by our service 
centres could have been avoided with just a little more 
attention. 


The washer 





Check that: 
dryer won’t e the plug is pushed right into the mains socket; 
start e the door is closed tight; 
e the “ON/OFF” button has been pressed. 
The washer Check that: 
dryer won't fill e the tap is open and properly connected to the inlet pipe; 
with water e the inlet pipe is not bent. 
The washer Check that: 
dryer fills and e the drain pipe is placed at least 80 cm/32 inches above 
drains ground level. 


continuously 


The washer 
dryer will not 
drain the 
water 


There is too 
much foam in 
the tub 
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Check that: 

e the drain pipe is not blocked; 

e the drain pipe is not connected at a height more than 1 
metre/40 inches above ground level. 


Check that: 

e the detergent being used is meant for automatic 
machines and not forwashing by hand; 

e the amount used is that shown in this manual and 
not more. 





When you do not need a technician... 





The washer Check that: 
dryer vibrates e the transit bolts have been removed (see 
too much when installation manual); 
spinning e themachine is level: 
e the washing load is according to the instructions 
given in this booklet. 





The washer Check that: 
dryer is not e the plug is fitted firmly into the mains socket; 
drying e the door is properly closed; 
e the wash programme knob is in position “#*”, 
e the drying time knob is not in position “ 0”. 





The washer Check that: 


dryer is not ° the free end of the drain pipe is not under water: 
drying ° the filter is clean (do not remove the filter while 
efficiently the washer dryer is running); 


e the recommendations for the maximum loads 
and drying times have been followed: 

e the drying time is set at least to 20 minutes 

e the water tap is open. 
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WIRING CIRCUIT (WD9900A) 


‘Foato 
a+ i~ge 2 ca 


pas a 





SAVE WATER 


I2= 


11=ON/OFF 
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HOW TO USE YOUR COMBINATION WASHER / DRYER 







; ON/OFF BUTTON IN OFF POSITION (BUTTON OUT). WASH DIAL SHOULD NOT BE TURNED 
4WITH BUTTON IN “ON” POSITION. 


BJLOAD MACHINE LOOSELY WITH GARMENTS. IF WASHING ONLY ONE ARTICLE PUT ANOTHER 
ITEM OR TWO (SMALL TOWELS) IN MACHINE TO AVOID OFF BALANCE SPIN. 


a SELECT A CYCLE ACCORDING TO WATER TEMP AND DEGREE OF SOIL - SEE RIGHT HAND 
WASH DIAL. WE RECOMMEND USING THE NORMAL CYCLE FOR ALL CLOTHES EXCEPT 
VERY DELICATE FABRICS. HEAVY SOILED FABRICS USE HOT CYCLE, AVERAGE SOILED USE 
WARM CYCLE, AND LIGHT SOiL USE COLD CYCLE. THE DELICATE CYCLE IS DESIGNED 
FOR VERY DELICATE FABRICS AND ONLY WASHES WITH COLD WATER. IN ADDIT ION, THE 
DELICATE CYCLE WILL NOT SPIN OR ADVANCE INTO THE.DRY CYCLE. 

TURN DIAL CLOCKWISE ONLY - 

























SELECT DRYING TIME. FULL LOAD USUALLY 90-100 MINUTES ON NORMAL HEAT. DELICATE 
BHEAT IS FOR VERY DELICATE FABRICS AND WILL NOT DRY NORMAL FABRICS. TRY NOT TO 
OPEN DOOR DURING DRYING AS MACHINE WILL COOL OFF AND WILL TAKE TIME TO 
a REHEAT. 


J INSERT ONE OR TWO TABLESPOONS OF LOW SUDSING SOAP IN CENTER COMPARTMENT 
2. APPROXIMATELY 1/3 CUP LIQUID SOFTENER IN COMPARTMENT "A". THISIS A MUST. 


gael BLEACH IN COMPARTMENT "C" IF YOU WISH. IF PRE-WASH (FOR EXTREMELY DIRTY 
4 CLOTHES) INSERT SOAP IN LEFT COMPARTMENT 1. 
a (SEE FIGURE 1) 

1. PRE-WASH DETERGENT 2. WASH DETERGENT A. SOFTENERS C. BLEACH 
















a BPUSH START BUTTON AFTER ALL ABOVE. DOOR CANNOT BE OPENED DURING WASH 
g CYCLE. DOOR LOCKED APPROXIMATELY 3 MINUTES AT END OF WASH CYCLE. 











m4 SET OPTIONAL CONTROLS FOR DESIRED HEAT. TWO DRYING TEMP'S : 
4120 min. SECTOR: NORMAL HEAT 80 min. SECTOR: DELICATE LOW HEAT. 







CLEAN BOTTOM SCREEN AFTER 3 TO 4 WEEKS WHEN MACHINE NOT OPERATING. TURN 
fy SCREEN TIGHT TO THE RIGHT WHEN CLOSING TO AVOID LEAKING. (SEE FIGURE 2) 











PLEASE NOTE THAT WITH THIS NO-VENT MACHINE, GARMENTS MAY SEEM “STEAMY” OR 
a WARM ON REMOVAL, IN MOST CASES THIS WILL LAST ONLY 30 TO 60 SECONDS AND 

§ CLOTHES WILL BE DRY ONCE THEY ARE IN THE OPEN AIR. MACHINE MUST HAVE A 

# SEPARATE 15 AMP CIRCUIT. NO EXTENSION CORD. 


FIGURE 1 .“o ar 


ieee 










For service or questions regarding the operation of your washer/dryer please call Tech. Support 
at (800) 842-4138 


— 
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GUIDE FOR SELECTING PROGRAMS 


~ NORMAL WASH ? 


PREWASH (COLD) / EXTREMELY SOILED WHITE AND COLOR FAST 
/ WHITE AND COLOR FAST _ . | 
ARM) / MIXED COTTON & SYNTHETIC WITH COLOR FAST 
COLD) / DELICATE COLORS 
‘| RINSES (COLD 
SOFTENING (COLD 
HIGH SPEED SPIN 








DELICATE WASH 






DELICATE (COLD) / VERY DELICATE FABRICS 
RINSE (COLD , | 
SOFTENING (COLD 

LOW SPEED SPIN DRAINING 









DRY CYCLES 


oe |. ee YING CYCLE | DRYING TIME 
ar as Ss 
NORMAL HEAT 
NORMAL HEAT 
PETTICOATS, STOCKINGS | DELICATE HEAT 
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PORTABLE ATACHMENT USE 





A - DUAL FUNCTION ADAPTOR B - PRESSURE RELEASE BUTTON 
C— THUMB RELEASE 


TO CONNECT: 

1. Press down on the thumb release (C) and lift connector (A) onto faucet. 

2. Remove pressure from thumb release and tug slightly on connector to be 
sure it is securely in place. 

3. Turn on water at desired temperature. 

4. Be sure to check that sink drain is open so water from your QuietLine can 
drain properly. 

5. Plug your QuietLine in and follow directions to wash and dry your clothes. 


***In order to dry efficiently you must turn water 
temperature to cold during dry cycle. 


TO DISCONNECT: 
1. Be sure to turn the water supply completely off and press the pressure 
release button (B) BEFORE removing the connector. 


2. Press down on the thumb release and remove the connector from the 
faucet. 





a _ ee 

This appliance is approved for Built in installation 
ETL Tes 9 Laboratories Inc. 
Certifies this product complies 


With all requirements of UL2157 
® SA169 for built-in Installation 


VERY IMPORTANT: The inside of the washer dryers which consists of a floating 
unit, is fixed with screws and tabs at the back of the cabinet (Fig.1) during 
transport. Before starting the machine remember to release the floating unit by 
removing the above screws and take down the reinforcing iron piece. Otherwise 
damage to the machine or household and even personal injury may occur. It is 
important for the machine to be perfectly level. For this reason the machine is 
fitted with adjustable feet used for leveling the machine before use. The machine 
should be installed on a solid well-supported floor and not on carpeting. 





Arrows indicate 
location of packing 
bolts and screws. 
They must be removed 
before operating this 
machine. 


Remove packing braces on back of machine by removing the three bolts that hold 
braces. 
Using the wrench provided with the machine adjust the level legs so machine is stable. 
When installing the water fill hoses it is very important that the cold water line is 
connected to the valve marked “C” on back of machine and the hot line to the valve 
marked “H”. If installed incorrectly the machine will not dry. 

The drain hose must be installed between 28” to 36” from the bottom of the machine 
and there must be an air break to prevent the machine from siphoning. 












Power Cord 61” 
3 Prong Plug 


53" Drain Line 
0.D. 11" 
1.0. 13276" 


331/44" 


301/72" 


